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high voltage

LLT
live line tester

LLT 1
LLT 2

Full Kit Includes

full kit - 3.3kV, 6.6kV, 11kV, 13.8kV
full kit - 33kV

1 x tester, 1 x phasing rod, 2 x std bent end adaptors, 2 x head line adaptors, 1 x proving unit
1 x carry case, all leads, cleaning kit & operating instructions.

Tester

Resistor 
ChainValue:

Measuring Range:
Accuracy:

Movement:

Phasing Rod
Resistor Chain
Value

Repeater Unit
Measuring Range:

Accuracy:

Movement:

Proving Unit
Battery:

Battery Consumption:

High Voltage Output:

Low Voltage A.C. source:

3.3kV      6.6kV     11kV    13.8kV     33Kv

22.5MW 52.5MW  75MW  100MW   225MW±5%

5kV          10kV            15kV          20kV         40kV
±5% of FSD

100µA taut band suspension

As for tester

3 to 5kV D.C. at 100µA max. current
Variable 0 to 200µA at 50Hz nominal with a
short circuit current of <1mA

<200mA on high voltage generation with

12V supply

8 X 1.5V IEC R20 or equivalent

As for tester

Mechanical Specifaction
TesterTester

Length:
Weight:
Material:

Meter Housing Adjustment:
Phasing Rod:

length:
weight:
Material:

Extension Rod:

Length:
Weight:
Material:

3.3kV to 13.8kV                              33kV

1025mm x 1200mm
1400gms x 2300 gms
Moulded polycarbonate, resign bonded
fibreglass
Aluminium/stainless steel and PVC
340 stop to stop

Phasing Rod

1025mm x 1200mm
1400gms x 1600 gms
Moulded polycarbonate, resign bonded
fibreglass
Aluminium/stainless steel and PVC

Extension Rod

Length:
Weight:
Material:

907mm x 907mm
650gms x 700 gms
Moulded polycarbonate, resign bonded
fibreglass
Aluminium/stainless steel and PVC

3.3kV to 13.8kV                              33kV

3.3kV to 13.8kV                              33kV

Environmental

Hot Rod Adaptor

Length:
Weight:
Material:

Bent End Adaptor (Standard)

Length:
Weight:
Material:

Bent End Adaptor (Short)

Length:
Weight:
Material:

Overhead Line Adaptor 

Height:
Weight:
Material:

Repeater and Proving Units

300mm
1350gms
resign bonded
fibreglass Aluminium/stainless 
steel and PVC

675mm
270gms
Moulded polycarbonate & stainless 
steel 

480mm
200gms
Moulded polycarbonate & stainless 
steel 

480mm
200gms
Aluminium/stainless steel 

Case Dimensions:
Case Material:
Vibration Resistance:
Drop Resistance:
Shock Resistance:

185 x 145 x 120mm
Moulded ABS
To IEC 68-2-1�
To IEC 68-2-32
To IEC 1243, Part 1 Clause 6.5.5

Operational Temperature:
Wet Testing:
Cold Temperature:
Dry Heat:

-25C to +50C
To IEC 1243, Part1
To IEC 68-2-1
To IEC 68-2-2
To IEC 68-2-3


